
FК 7.1-1-1                                                                                                                    To 

                                                                                                                                 “Kontrol 94” Ltd. 

                                                                                                                                   Gorna Oryahovitsa 

APPLICATION FORM 

FOR INITIAL TYPE TESTING AND THE PERFORMANCE ASSESSMENT 

FOR APPLIANCES FIRED BY SOLID FUEL 

№.................../...................20....... 
/ Completed by „Kontrol 94” Ltd. / 

 

Data for applicant: Data for manufacturer: 

......................................................................... 
/ name / 

......................................................................... 
/ name / 

Adress:................................................................ 

............................................................................ 

Phone / fax: ........................................................ 

Е-mail: ............................................................... 

Identification № ................................................ 

Tax ID (VAT) № ............................................... 

Adress:................................................................ 

............................................................................ 

Phone / fax: ........................................................ 

Е-mail: ...............................................................  

Quality system: .................................................. 

 
 

 

     Determination energy efficiency classes of local space heaters, according DELEGATED 

REGULATION (EU) 2015/1186 on the following appliance/s: 

 

The  
model of 

appliance 

Test 

Report 
Type of 

fuel/s1)  

Heat output 

kW 

Efficiency  

% 

The electric power  

kW 

Consum-

ption of 

continuous 

ignition 

flame  

kW 

Nominal 

Nominal 

of the 

boiler 

At 

nominal 

heat 

output 

At 

reduced 

heat 

output 

At nominal 

heat output 

At 

minimum 

heat output 

 At 

standby 

  
         

         

  
         

         

  
         

         

1) Type of fuel – wood; coal (briquettes) or both; pellets and etc. 

 

Attachments: 

1. The necessary technical documentation to perform calculations. 

 

The protocol should be issued in:  Bulgarian  English 
                                                                                                              / Check your choice / 

 

Contact Person:.................................................     Phone:............................................................ 

 

* - „Kontrol 94” Ltd. is not responsible for incorrect fill in data and documentation for them. 
 

 

  Applicant:..................................... 
                                                                                                                                          / signature and stamp / 


